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COB-FD series Teflon lined magnetic pump 

Operating Range 

Flow: 7 to 120m3/h 「
Head: 19 to 52 m 
Temperatu 「e: -20 。C to +100 。C

APPLICATION 

Corrosive, pu 「e and contaminated media in the chemical, pharmaceutic 
and pet「ochemical industries, in metal processing, waste water treatment 
etc. 

• When Stainless steel is not sufficiently 「esistant
• Alternatively to expensive Haste alloy, titanium alloy Pumps 
• When anti-adhesive surfaces are important. 

PUMPING LIQUID 

• Acid and caustic liquid 
• Oxidizer co 「「osive liquids 
• Difficult-to-seal liquids 
• Sulfuric acid 
• Hydroelect「ic acid 
• nitric acid 
• Acid and lye 
• nitromuriatic acid 

Economic and Reliable Design Features 

Leak-proof design.Seal-less Teflon lined magne甘c drive pump, driven by 
magne甘c coupling indi 「ectly, motor shaft and pump chamber is complete
ly sealed, avoid pump leakage p「oblem and use site pollution. 

Wetted part material is PTFE fused with FEP, can transfe 「 low and high 
concentration acid, alkali, strong oxidizer etc co 「「osive liquid. 

Robust pump casing. The part contacting with liquid material is fluoro
plastic, pump casing material is cast iron, and pump casing can bea 「 part
of piping and mechanical impact. 
The structu 「e is tightly, safety, and ene 「gy-saving.
Cost-intensive wea 「ing pa 「ts are canceled by the seal-less method of 
con st 「uction, therefo陀， reduced maintenance costs and long se 「vice life. 
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Advantages 

The Pump Housing 
Vi 「gin Fluo 「oplastic
Considerably easie 「 and mo「e 「eliable quality control 
No 「eduction in the pe 「mea甘on 「esistance.
Pu 「e pha 「maceu甘cal and fine chemical media: no 
contamina口on

With ductile cast iron casing absorbs all the hydraulic and pipework-forces. Acco 「ding to DIN/I-
505199/Europump 1979 standard. Comparing to plastic pumps, no expansion joints are required.
Flange with service-minded through holes to DIN;ANSl,BS;JIS. For flushing system and monitoring 
device as 「equi 「ed, the draining nozzle will be offe 「ed.

Spacer sleeve made of Carbon-fiber-reinforced plastic [CFRP] 
The metal-f「ee system does not induce any eddy cur「ents and thus 
avoids unnecessary heat gene 「a甘on. Efficiency and ope「ational
「eliability benefit f「om this .Even low flow rates or media nea 「
their boiling point can the 「efo 「e be conveyed without the intro
duction of heat. 

Close Impeller 
Closed impelle 「 with flow-optimized vane channels: fo 「
high efficiency and low NPSH values. The metal core is 
P「otected by a thick-walled seamless plastic lining, the 
la 「ge metal co 「e and increase the mechanical st 「ength
conside 「ably even at elevated tempe「atu 「e and high 
flow rates .Secured screw connection to the shaft to 
against loosening if the pump is sta 「ted up in the 
wrong direction of 「otation or in the case of back-flow
ing media. 

银首
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Parts and Materials 

CQB 50,-32-1 25 FD 
CQB 80卢65-1 60 FD 
CQB BOr-50- 200 FD 
咀 1 100-80-1 160 FD 

- －盟－I1 Pump casing 

2 Impeller 

3 Shaft 

4 Trust ring 

5 Bracket 

6 Seal ring 

7 Washer 

8 Can 

9 Shaft 

10 Magnet coupling 

11 Motor lug 

HT200 lined with FEP 

FEP and PTFE 

SIC 

Alumina ceramics 

Cast Iron HT200 

Vi ton 

Fluororubber 

FEP/Carbon-Fiber reinforced plastic 

SIC 

Cast Iron HT200, NdFeB 

Cast Iron HT200 
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Model and parameters 

* Best opera甘ng point 

·‘…” -1:1~11 . ., ... ,.,_ 
M。del

7 22 28 

1 CQBS0-32-125FD *12.5 20 42 3.5 50*32 2900 2.2 70 
15 19 46 
7 33 30 

2 CQBS0-32-160FD *12.5 32 39 3.5 50*32 2900 4 90 
15 29 41 
35 34 45 

3 CQB80-65-160FD *SO 32 60 4 80*65 2900 11 260 
60 28 52 
35 52 50 

4 CQB80-50-200FD *SO 50 60 4 80*50 2900 18.5 320 
60 45 60 
70 34 53 

5 CQB 100-80-160FD *100 32 58 5 100*80 2900 18.5 260 
120 30 60 
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Installation Drawing 

Flange Dimension 
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Installation dimension 

L B s p f 

1 CQBS0-32-125 FD 590 500 280 110 80 360 300 352 212 ~ 

2 CQBS0-32-160FD 654 710 530 90 80 370 330 352 192 ~ 

3 CQB80-65-160FD 925 950 740 105 100 490 440 420 240 ~ 

4 CQB80-50-200FD 978 950 740 105 100 490 440 440 240 ~ 

5 CQB100-80-160FD 980 950 740 105 100 490 440 480 260 ~ 

’ 

Flange dimension 

1 CQBS0-32-125 FD 50 165 125 18 4- f 18 32 140 100 18 4-M16 

2 CQBS0-32-160FD 50 165 125 18 4- f 18 32 140 100 18 4-M16 

3 CQB80-65-160FD 80 200 160 20 8-M16 65 185 145 20 8-M16 

4 CQB80-50-200FD 80 200 160 20 8- f 18 50 165 125 20 4-M16 

5 CQB100-80-160FD 100 200 180 22 8-M16 80 200 160 20 8-M16 
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每单

Performance curve 

liqu id: wate「 （20 degreeC) 
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